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IﬁSTRUCTIONS FOR INSTALLING & OPERATING OF EDGE AND STRIP

ATTACHMENT ON POTDEVIN GUSSET GLUERS TYPE ZB, ZF, Z32.

TO PLACE THE EDGE AND STRIP ATTACHMENT ON THE MACHINE IT IS

NECESSARY TO DO THE FOLLOWING:

1.

10.

11.
12.

3.

14.

18

TURN OFF ALL ELECTRICAL POWER TO THE COATING MACHINE.

EMOVE HANDWHEEL ATTACHMENT.

- REMOVE DRIVE GUARD ASSEMBLY.

REMOVE STRIPPER ROD AND FINGER ASSEMBLY.

REMOVE PRESENT FEED ROLLERS.
REMOVE -STRIPPER ROD AND FINGER ASSEMBLY.

PLACE E/S ATTACHMENT IN PLACE OF FEED ROLLER ASSEMBLY.
(GEARS ON LEFT HAND SIDE OF MACHINE).

FASTEN THE E/S ATTACHMENT TO THE COATING MACHINE FRAME.
{INSERT BOLTS TO THE ATTACHMENT ON BOTH SIDES OF FEED

"ROLL FRAME]) .

ATTACH SPRING & CLIPS TO THE REAR OF THE LOWER FRAME.

ADD LARGE COATING ROLL GEAR TO COATING ROLLER SHAFT (ON

LEFT (ON LEFT HAND SIDE). LINE UP THIS GEAR WITH GEARS
ON E/S ATTACHMENT.

LUBRICATE ALL GEARS AND OIL ALL BEARINGS.
INSTALL E/S ATTACHMENT GUARD ON LEFT HAND SIDE.
INSTALL DRIVE GUARD ASSEMBLY.

iNSTALL HANDWHEEL ATTACHMENT.

INSTALL STRIPPER ROD AND WORK SUPPORTS.
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STRIP ROLLER ADJUSTING SCREWS: '

THE STRIP ROLLER ADJUSTING SCREWS REGULATE THE DISTANCE BETWEEN
THE STRIP ROLLERS AND THE SOLID GLUE ROLLER. TOO TIGHT AN
ADJUSTMENT BETWEEN STRIP ROLLER, AND GLUE ROLLER, WILL DAMAGE

BOTH ROLLERS. TOO MUCH SPACE (TOO LOOSE AN ADJUSTMENT) WILL
PRODUCE UNEVEN COATING.

FEED TABLE GAUGES:

THE FEED TABLE GAUGES ARE USED WHEN FEEDING THE SHEETS INTO THE
MACHINE. THIS GAUGE KEEPS THE SHEETS STRAIGHT SO THAT THE GLUE
STRIPS ARE ALWAYS PARALLEL TO THE EDGES OF THE SHEETS.

VALUE OF GLUE COATING DIAL: Notice should be taken of the various
dial settings. found suitable when gluing different materials. For .
instance you may find that thin paper received the proper glue coating
when the dial is at #2, whereas, a heavy leatherette might require a
dial setting of #10.

After the various glue settings are determined, it will be very simple
for the machine operators to turn the dial back and forth in accor-
dance with the material to be glued.

This exclusive Potdevin feature eliminates all guess work and will

assure you that each material will have the exact glue coating most
suited to the jcb.

_ IMPORTANT
| ALWAYS HAVE THE SUPPORT ROLLERS ABOUT 1/4" AWAY FROM THE SIDE OF
. THE STRIP ROLLERS. IN THE EVENT THAT THE SUPPORT ROLLERS ARE NOT

. CLOSE TO THE STRIP ROLLERS, THE SHEETS MAY SAG PRODUCING UNEVEN
GLUING.
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INSTRUCTIONS FOR INSTALLING & OPERATING OF EDGE AND STRIP
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SINGLE EDGE STRIP GLUING:

WHEN STRIP GLUING ONE EDGE OF PAPER SHEETS IT IS BEST TO HAVE ONE OF
THE STRIP GLUE ROLLERS AT ONE END OF STRIP GLUE ROLLER SHAFT. THE STANDARD
EQUIPMENT INCLUDES. . (2) - 1" FACE ST.ST. OR BRASS STRIP GLUE ROLLS. WHEN
EDGE GLUING A 1" ROLLER CAN BE USED TO SUPPLY GLUE STRIPS ADJUSTABLE FROM
1/4" TO 1" WIDE, SIMPLY BY ADJUSTING THE FEED TABLE GAUGE SO THAT THE
SHEETS ONLY TOUCH THE DESIRED PORTION OF THE GLUE ROLLERS.

DOUBLE EDGE STRIP GLUING:

THE TWO STRIP GLUING ROLLERS CAN BE SPACED IN ACCORDANCE WITH THE SIZE
OF THE SHEETS SO THAT EACH ROLLER APPLIES THE DESIRED WIDTH OF GLUE TO EACH
OF THE PARALLEL EDGES OF THE SHEETS.

THE SUPPORT ROLLERS SHOULD BE PLACED IN THE BEST POSITION TO SERVE
THEIR PURPOSE.
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